


Technical Specification

Care-Tech 1600

Number of Zones

Zone Types

Panel Control

Remote Keypads

Internal Sounders

Volume Control

Keypad Alerts

Outputs

Inputs

Communication

Programme

Engineer Reset

System Codes

System Memory

Electrical

Dimensions

IFSEC AWARD WINNING

7 zones End of Line or 6 double pole. Expandable to 10 zones in End of
Line mode via Zone Expansion Module (ZEP)

PA, Silent PA, Entry/Exit, Intruder, Walk-Through, 24 Hour, Fire

On-board keypad and optional keyswitch or remote keypads.

Accepts up to 3 low profile 7-segment-display remote keypads

Connection for up to 2 x 16 ohms speakers

Low and medium volume control of speakers, if fitted

Personal Attack, ‘Just in Case’ delayed personal attack, Fire Call point,
Medical alert, Lighting

Bells, Strobe, 1 on-board output, programmable as Viper Reset, PIR latch,
Alarm, Armed, Lighting, Medical

Keyswitch Full and Part guard. Push-to-Set, telecom line fail, Bell/Siren
tamper

6 signals - Fire, PA, Intruder, Open/Close or Abort, Tamper, Confirm.

Full set, 2 part sets and chime facility. Part set 2 available via simple set
function only

Engineer reset option and built-in reset codes for remote resetting

Engineer, Manager and 4 user codes, Keyswitch

250+ events with time and date. Printable via NVM programmer

Mains operated 230v 50Hz
System voltage 13.75 at 1amp
1.5 amp option available

Panel H190,mm, W263mm, D77mm
Keypad H100mm, W165mm, D30mm Pr
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