


Technical Specification

Care-Tech 2500

Standard Detector
Capability

ID Sensing Line

Cable type

Cable lengths

Number of zones

Zone types

Panel Control

DigiCom outputs

Up/downloading

Outputs

Inputs

Abort+Confirm

System Codes

System Memory

Electrical

IFSEC AWARD WINNING

Any normally closed detector may be used in conjunction with a discrete
iD sensor wired in parallel across the sensing line

Any parallel wiring including T, star, and ring cable configuration

2 core for sensing only. 4 core for sensing and voltage supply (PIRs etc)

Maximum 100 metres per single parallel run for 30 id points, cable
length extends as iD points reduce

30 detection points expandable to 120. All zones are independently
programmable. Customised descriptive text.

Choice of zone types: PA, silent PA, entry/exit, walk through, intruder, 24
hour, fire, deterrent and shunt

Endstation operated by remote keypad. 4 fully independent means of set

8 - fire/PA/intruder/open-close/tamper/verify/2 spare.

Remote servicing/programming including full diagnostic displays via digi-
modem and InSite PC package (Win 98)

Bell, strobe, speaker with dual volume control. Digi-com 8 channel.
Switched outputs for viper reset, PIR latch etc. Remote output module

Keyswitch setting input. Push-to-Set. Telecom line fail. SAB -ve return,
digi-reply

Open/Close or separate Abort signal available with sequential
confirmation techniques (not DD243)

Engineer/32 users or managers, keyswitch and proximity tag.

500 events with time and date.

Mains operated 230v 50Hz
System voltage 13.8 at 1.5 amp
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