


The Euro-Meridian range is unique in winning the DTI smart Award 1999, 
an IFSEC prism of Excellence 2000 and the European Security Industry
Innovation Award 2000

The best European methodology for solving security problems has been
painstakingly researched and included in the operating system of the Euro
Meridian, for the discerning installer to use on behalf of his client.

No other product has such stringent safeguards against false alarms,
meeting and exceeding BSIA and ACPO (police) requirements, while
maintaining the highest level of protection desired.

Euro-Meridian’s user interface is as clever as it is simple. One single consistent
action using a PIN code or a proximity Tag is all it takes for any operation.

The alarm is raised by forwarding a message to an Alarm Receiving
Centre, for onward transmission to the Police, and/or personalised text
messages (SMS) to your mobile phone. This functionality is provided by
using a snap-in digi modem.

Zones Euro Meridian 12 - 8 to 12 EOL zones using ‘End of Line’ 
wiring (double or single resistor) whereby all the detectors 
are wired back to the control panel individually.

Euro Meridian 10 -10 iD zones using iD addressable 
technology whereby all of the detectors are connected 
to a single cable wired back to the control panel.

Zone Types Fire/PA/Silent PA/Tamper/Intruder/3 Exit-Entry types/ 
PTS/Keyswitch/Entry Shock.

Partitions - 4 level set (Part Sets)
- Up to 3 ‘Ward’ partitions

System Control Full system control by any of the following ‘devices’:
- LCD ‘Full English text’ remote keypad 

(with built-in TAG reader).
- TAG reader ( Set and Unset)
- TAG reader ( WARD Partition)
- Key switch or Lock set

Outputs Up to 20 outputs. All programmable up to 170 output types.  

Timers Exit/Entry/Double Knock/Soak/AC Off/Siren 
Delay/Siren/Strobe/Speaker/Re-Arm/Settle/Pre-Alarm/
Set Fail/Line Fault/Confirm

Exit Modes Timed/Final door/PTS (per level/part) and Intelligent Set  
for simplicity of use in a domestic environment.

Alarm Response Graduated, pre-defined, fully programmable from 
‘Keypad Sounders’ to ‘Confirmed Alarm Signal’.

Volume Control Programmable for different alarm types. 

Codes 12 ‘User Codes’, 4-5-6 digit PIN codes, proximity TAGS 
or proximity CARDS. 

History 400 events. All time and date stamped and printable    
(from a PC).

False Alarm Prevention Fully compliant with DD243: 2002. Unique false alarm 
prevention with enhanced risk management software.

Diagnostics Built in Volt/Resistance Meter.

Communications - Digicom to ARC (Variety of formats available)
- SMS text messaging

SMS 23 different SMS text messages sent to up to 4 different 
GSM mobile telephones.

Automatic Remote Compatible with ARM® PC software to allow servicing  
Maintenance via a telephone line.

Downloading Full up and downloading control via remote PC, 
including diagnostics.

Housing Polycarbonate moulding or full steel casing.

Castle Care-Tech Ltd manufacture all products to ISO 9000 & European CE standards

General Specification

Model Specifics

European Design

Messages to Mobile
Telephones
Euro Meridian 10 & 12
can send a variety of
SMS test messages to
up to 4 different GSM
mobile telephones

SET and UNSET via TAG
Euro Meridian 10 & 12
can be set and unset
via a Reader using a 
PIN code and Proximity
Keyfob or Card
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Award Winning

Euro 12
EOL

1 x 4 zone expander

8 x End of line zones

up to 4 x keypads

or

3x Readers

Euro 10

10 x      addressable zones

up to 4 x keypads

3x Readers

or

designed to conform to EN50131

Anti-False Alarm


