





























EURO User Manual
Manager Menu

The manager menu is accessed by
pressing ‘D’ and then keying in your
Manager PIN code.

You then have a choice of:

Set Date & Time? (see page 22)

Omit Inputs? (see page 23)

Change Code(s)? * (see page 24)
Review Logs? * (see page 29)

Phone Book? (see page 30)

Walk Test? * (see page 31)

Siren Test? * (see page 35)

Test CHC Communications? (see page 32)
Dial Out Menu? * (see page 33)

Allow Engineer Menu? * (see page 35)
Block Remote Set? (see page 36)
Block UDL? (see page 36)

Exit Manager Menu? (see page 37)

* These features can also be accessed with a
standard user code.

Pressing the ‘NO’ key will take you
from one Menu to the next (as well as
‘Escaping’ from within a menu).
Pressing the ‘YES’ key will take you
into a menu (as well as ‘Accepting’ a
choice within a menu).

It is recommended that the system is
fully unset when using Manager Menu
functions.
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Set Date and Time

Press *NO’ to move to next menu.

Press ‘YES’
(Press 'NO’ to move to the next menu)

Enter Year (eg 06=2006)

| Press '"YES’

Enter Month

| Press ‘YES’

Enter Day

| Press ‘YES'

Enter Hours (24 hour clock)

| Press '"YES’

Enter Minutes

| Press ‘YES’

To go to the next menu, press ‘NO’
again.

Press ‘YES’
(Press '"NO’ to move to the next Menu)
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Omit Inputs

Some of your doors may rarely be
used (e.g fire doors) and your
system may be designed such that
if they are opened your panel will
generate an alarm, even if the
panel is unset. If you need to open
these doors you can omit them

from the system as shown below.
(Only inputs of ‘tamper’ and ‘day alarm’ type
can be omitted this way, as set up by your
alarm installing company).

Enter the input number you wish to
omit.

Press ‘YES’

To reinstate inputs simply key in
the number again.

Press 'No’ when your selection is
complete

Inputs omitted while ‘UNSET’ will
NOT be omitted when you ‘SET’
the system.

See page 16 for more information on omitting
inputs.
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Changing or Adding PIN
Codes or Tags

A record should be kept as

shown on Page 41

| Press ‘YES’ ‘
(Press 'NO’ to move to the next Menu)

| Press ‘YES’ ‘
(Press 'NO’ to program the Master
Manager Code)

Turn to the next page to continue
to program user codes.

| Press ‘YES’ \
(Press 'NO’ to move to the next menu)

The Master Manager Code can only
be changed by the Master Manager.

Turn to the next page to continue

to program the Master Manager
Code.
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Note: European Grade
3’ alarm systems will
only accept 5 or 6 digit
codes, or tags

EURO User Manual

Changing or Adding PIN
Codes or Tags

EURO identifies each user by a
different ‘User Number’. Eg ‘John’
would be user 01 - ‘Jane’ would be
user 02 etc.

Now key in the ‘User Number’
whose PIN code/Tag you wish to
add or change.

Press ‘YES’

Key in the new 4,5 or 6 digit PIN
code you require or present the
new Tag.

To delete a code or Tag press ‘C’.

Press ‘YES’

EURO will not allow you to
programme in codes that are
already in use by the system.
Standard users can only edit their
own code.

Managers can only programme new
users with access to the same
areas as he/she has access.
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Changing or Adding PIN
Codes or Tags

Choose the level of authority the
user is allowed.

User - cannot access Manager
Menu.

Manager - can use Manager Menu.
(Use ‘B & D’ keys to make your
choice).

| Press ‘YES’

Using the A B C D keys, choose the
areas you wish to be controlled by

the user.
(Managers may not give other users access to
areas he himself cannot access)

Press ‘YES’

Choose the limits you wish to place
on the user’s actions. Set & Unset,
Set only, Unset only, choose ‘None’
if the Tag is only for Access or
Ward control.

(Use ‘B & D’ keys to make your
choice)

| Press ‘YES’
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Changing or Adding PIN
Codes or Tags

Flexi-Set gives you the opportunity
to choose the areas you require to
set when you use your PIN code or
Tag.

If you do not choose Flexi-Set your
Code/Tag will simply set the areas
assigned without offering you the
opportunity to choose.

For simplicity of use, choose *NO’

(Make your choice with the ‘B’ and

‘D’ keys)

Press ‘YES'

Systems installed to European Grade 2 requirements must have 10,000 code differs.

Systems installed to European Grade 3 requirements have must 100,000 code

differs.

Tags have 2.8 thousand billion differs (16).
There are no disallowed codes.
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Changing or Adding PIN
Codes or Tags

Using the numeric keys, you can
enter a user name, similar to typing
a text message on a mobile phone.
Use ‘0’ key for space.

The A B C D keys on the keypad
are used as follows:

‘A’ - capital letters

‘B’ - moves cursor left

*C’ - Clears Character, creates a space
‘D’ - Cursor moves right

e.g. to write ‘John’ simply press the
‘5’ key once

‘D’ move cursor right

‘6’ key three times

The predictive text library selects
John, press ‘YES’ to accept.

If the word you require is not in the
predictive text database, key in the
letter using the individual keys and
press ‘YES'

When you have finished and wish
to go to the next menu, press ‘NO’.
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Review History Log

Press ‘YES'

(Press 'NO’ to move to the next menu)

Press ‘YES'

To advance through the logs:

Press ‘D’

For added information:

Press ‘C’

To move backward to previous events:

Press ‘B’

To stop review:

Press ‘NO’

To move to the next menu, press ‘NO’
again.

Note: If an access control facility is in use, a
separate dedicated access control event log is
recorded.
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SMS Phone Book

| Press ‘YES’

(Press 'NO’ to move to the next Menu)

Use the ‘D’ key to scroll to which
SMS telephone number you wish to
change (1-4).

Press ‘YES’

Using the numeric keys, type in the
new telephone number (do not
leave any spaces). You can move
the cursor back with the ‘B’ key
and forward with the ‘D’ key. Use
the ‘C’ key to delete a character.

Press ‘YES’

Select the next mobile telephone
number you wish to change, or
Press '‘NO’ to move to the next
menu.
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Testing your System

| Press ‘YES’

(Press 'NO’ to move to the next Menu)

Choose the area(s) you wish to test
by pressing the appropriate ABCD
keys.

Press ‘YES’

All detectors waiting to be tested
will scroll in the display.

Walk around the building and
activate all of the detectors.

The system will ‘chime’ each time
a detector responds.

When all detectors have been
activated and are working, the
display will show ‘Walk Test
Completed’.

To move to the next menu, press
‘No’.
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This function
needs enabling
by your installing
company
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Test CHC Communications

Your system may have been configured to
send messages to a mobile telephone.

If so, the system will call the appropriate
messaging bureau and forward the message
to your mobile telephone whenever an event
occurs that is important to you.

Message calls are charged at the normal
network rate current at the time of the call.
The fee for routine checking is collected
automatically via a premium rate number
when the EURO panel makes its regular
authorisation and routing call to the Castle
Host Computer (CHC).

Should this call fail, the display will show
‘CHC Test Fail’ until the next time that the call
is made successfully (see next page for
making test calls to the CHC). This acts as a
reminder that SMS Message signalling may
not be operational, but will not interfere with
this, or any other aspect of the alarm system.

If you wish to change the information sent to
your mobile telephone, please contact your
alarm system installation company.

Please note that all CHC calls are 50p per call.
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Test CHC Communications

It is recommended that this test is
only undertaken under the
supervision of your alarm
installation engineer.

Press *NO’ to move to the next menu \
(Press 'YES’ to make the test (under the

direction of an alarm engineer), the test

call will be via a premium rate number)

If your alarm panel is connected to
an internal telephone network
(PABX system) which requires a ‘9’
for an outside line, press ‘YES’,
otherwise press ‘NO’.

Once test is complete, press ‘YES'.

Please note that all CHC calls are
50p per call.
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Dial Out Menu

Your alarm system may Dbe
configured so that you can control
the system via a PC. If you wish to
continue...

| Press ‘YES’ ‘

(Press 'NO’ to move to the next menu)

Use the 'D’ key to select the
required PC from the list (1-4) and
Press ‘Yes'.

Use the ‘D’ key to select the
operation you require:

Data to PC: View the system
history on your PC, where it can be
searched and printed.

Diagnostics: Sends electrical and
diagnostic data to your PC where it
can be printed if required.

Press ‘YES’
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Allow Engineer Menu

When your alarm installation engineer
comes to vyour premises for a
maintenance visit or to correct a fault
after an alarm he will require access to
the programming of the system.

| Press ‘YES’

Use ‘B & D’ keys to make your choice.

| Press ‘"YES’

After the engineer has finished on site,
you may return this setting to ‘NO’.

Testing your Sounders

| Press ‘YES’

(Press 'NO’ to move to the next Menu)

| Press 'YES’

| Siren will sound, Strobe will flash

Press *NO’ to move to next menu.
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Block Remote Set

Your alarm system may Dbe
configured so that your alarm
installation company or company
manager can set or unset the
system remotely via PC. Should
you wish to block this access you
can do so through this menu.

Press ‘YES’

Make your choice with the ‘B’ and
‘D’ keys.

Block UDL

If you wish that your alarm
company can only dial into your
system with their PC whilst their
engineer is on site, this can be set
up through the ‘Block UDL" menu.
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Menu Exit

To exit from Manager Menu and return
to normal mode.

Press ‘YES’

If you wish to select any of the
Manager Menu items again press the
‘NO’ key until your choice is
displayed (see page 21).

Manager/User Menu Options

Operators holding Euro Manager
codes have access to the following
programming options:

Set Date & Time (page 22)

Change User Codes (page 24)

Change Mobile Telephone Numbers (page 30)
Allow Engineer Access (page 35)

Inhibit (omit) Zones from the system (page 22)
Allow Remote Set (page 36)

To enter manager menu, press ‘D’ and
enter your Manager PIN code or tag.

Every user has access to the following
programming options:

Change his/her own code (page 24)
Allow Remote Set (page 36)
Allow Engineer Access (page 35)

To enter your user menu, press ‘D’ and
enter your user PIN code or tag.
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Troubleshooting

Help with Setting your System

If when you key in your PIN code
(or present your Tag) a warning
tone sounds and the fault LED
comes on, the keypad display will
show the nature of the problem.

An appropriate A B C D key will

flash to indicate within which area
the problem exists.

The tone will cease after about 10
seconds.

Press the NO key

The system will remain unset, so
you can resolve the problem.

For example, you may have left a
door open, if so, close the door.

You can now recommence the
setting procedure.
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Troubleshooting

Problems when leaving the
Building

If when you have closed the final
exit door (and pushed the ‘Push
to Set’ button if fitted), the exit
tone continues to sound an
interrupted tone...

“beep - beep - beep - "
You have probably left a
protected door on the exit route

open.

Return to the keypad and note
the message on the display.

Stop the setting procedure with
your PIN code, or Tag.

| Close the open door

Now commence the setting
procedure again (see page 6).
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Service Information

We are sure that you will be delighted with your Euro Alarm
installation.

For your personal reference here is a record of the relevant
service information.

Service Company
Date of Installation pay Month Year
Site Reference
24hr Service Number  e:;

Keyholders Name Tel:

Name Tel:
Panel Type
Software Version

Installed to Grade
Environmental Class 2

External set/unset readers and access control readers meet the
requirements of environmental class 4.
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User Codes
Warning: This information should

be removed from the manual and
stored in a secure location.

Photocopy this page if you have more users.

. . Access
No. | Name Type Areas | Attributes | FlexiSet Reader
00 John | Manager | ABCD | Set/Unset NO 128
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Disclaimer

EURO includes the facility to send electronic signals to an Alarm Receiving Centre (ARC), and
also to send SMS text messages to mobile telephones.

Alarm, etc. signals may be transmitted via a PSTN link, using a variety of formats, to suitable
receiving equipment located at the premises of an independently operated Alarm Receiving
Centre.

Provision is also made for the use of third-party device to transmit signals to an Alarm
Receiving Centre by means of the PSTN, GSM, IP or other network.

The SMS facility uses a PSTN connection to a special SMS Centre (SMSC), where the
information is transferred to the GSM network for delivery to the client's designated mobile
telephone(s). The SMSC services are provided by GSM network operators or other reputable
companies, whose operation is outside of the control or influence of Castle Care-Tech Ltd.

Castle Control Panels have an embedded premium rate telephone number that is used to
contact a Castle host computer prior to commissioning, in order to download the SMSC details
and appropriate call routing authorisation. The control panel will continue to contact this CHC
at regular intervals, to verify the operation and update and confirm the routing information
and authorisation as appropriate. The charge for this service is raised by the use of the
"premium rate" telephone number. Please check with your installer for exact charges. In order
for the SMS service to work, you must not have 09 or 07 numbers disabled on the telephone
line.

Whilst we will use our best endeavours to resolve any issues relating to these uses of
equipment manufactured by us, Castle Care-Tech are in no way responsible for the operation
of the PSTN or other transmission media, the Alarm Receiving Centre (ARC) or the SMSC - or
for the end-to-end security and delivery of information and messages involved.

EURO is designed to automatically disable certain functionality. The factory default settings
are as shown below:

Intruder Alarm Signal | After 3* unconfirmed alarms in the same area or
1 confirmed alarm.

Tamper Alarm Signal After 3* unconfirmed alarms in the same area or
1 confirmed alarm.
Keypad After 30 keypresses without entering a valid code,

keys are disabled for 90 seconds. After
reinstatement, this will be repeated after each 7
keypresses until a valid code is entered.

Tag Reader (or Tag at After 6 presentations of an invalid tag, the reader

a keypad) will be disabled for 90 seconds. After reinstatement,
this will be repeated for each invalid tag until a valid
tag is used.

*This figure is programmable by the installing company
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Website: www.castle-caretech.com

Castle Care Tech Ltd. reserves the right to adjust specifications of this
system, at any time and without notice, in the interests of product
improvement.

Castle Care Tech Ltd. is an independent British company specialising in the design
and manufacture of high-quality security control equipment





